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& Technical Datati AR #E
® Product Description It uses layer of PET film as base material, with acrylic adhesive on one side.
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® Key FeaturesEE# R
Good adhesion. it LT
Good insulation [ & [ a2 P
Good ageing resistance & 41 (#ifi AL

e Construction &3

@ PET Film PET#:44
@ Acrylic Adhesive 5% /1 /iR
@Release Liner 274

& Technical Data Fi R %k

Test Item MAIK H Unit B4 Value W3 {H Test Method WRRA
Total Thickness & & um 5445 ASTM-1000
180 Peel Adhesion
f/25mm 1100 GB/T2792
27 J
Holding Powerfi#§ 71 hrs >24 GB/7754
Color Bifa Transparent i%& i —

® Shelf Life & Storage Conditions B &M &4

® Tape in roll form: Shelf life 6 months from the date of manufacture whe stored in original cartons at 20°C and 50%

relative humidity.
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¢ |deal tape application temperature range is 15°C to 28°C.
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& Notes (FEER)

The information contained in this data sheet is intended to assist you in designing with Incheng adhesive tape. The technical information and
datas should be considered representative or typical only. It is not intended to and does not create any warranties,express or implied,
including any warranty of merchantability or fitness for particular purpose or that the results shown on this data sheet will be achieved by user
for a particular purpose.The user should determine the suitability of Incheng asdhesive tape for each application.
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Servtek Materials Technology (Guangzhou) Co.,Ltd

Http: www.servtek.cn
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Tel : (+86)20-38892652/38255282
Fax: (+86)20-38892205
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